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Machine - Datasheet 
 

 
Machinetype:  Cycle turning machine 

Make: TOS - TRENS 

Type:                        SE820x4000 

New in: 2010 

Control: Fanuc Oi-TD 

Origin: Czech republic 

Term of delivery: On request 

Quotation: ex works 

Description:  - 

                     

Technical Details / Accessories / Additional 

 

Technical details    Dimension    Unit  

 
Turning diameter above the bed    800      mm 

Turning diameter above the support    515      mm 

Distance between centres    4000      mm 

 

Spindle bore    133      mm 

Maximum spindle speed    1600      rpm 

Counter tip    MK6210     mm stroke 

Main power    30      kW 

Electrical installation    3x400v/50     Hz 

Main power    30      kW 

Spindle attachment    A2-11 

Tower 8 positions Sauter    VDi50 

 

 

Accessories: 

 

Coolant system 

Automatic lubrication system 

3x fixed lunettes Ø 30-210 mm with roller contact bearings 

1 x travelling lunette Ø 20-180 mm with roller contact bearings 

1 x fixed lunette Ø 210-370 mm with roller contact bearings 

Manually operated self-centring three-jaw chuck Ø 400 mm 

Manually operated independent four-jaw faceplate Ø 500 mm 

Turret 8 positions Sauter without driven tools VDI 50 
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